IPD-78M3611M5A é eneo

SKU: 220930

1/2,5" Network Dome, Fix, 3840x2160, Day&Night,
DOL-WDR 3,6-11mm, Infrared, IP67

Y o

Main Features

1/2.5" Sony STARVIS CMOS sensor Smart Codec H.265 ROI (Region of interest)
Resolution max. 3840x2160, 8 Megapixel Quad Smart Streaming: H.265(+), H.264(+), MJPEG
Motorised varifocal lens 3,6~11mm Slot for Micro SD Card, HTMLS replay, Audio, Alarm-
' DOL-WDR (120dB) by triple scan images at 30/25fps ~ Power supply PoE, 12VDC or 24VAC
|VCA video analysis, ONVIF eventmapping ~ For outdoor use IP66, vandal proofed K10

Specifications

Dimensions (HxWxD) 119x140mm
Seres eneo Callisto, eneo LN-Series
Resolution Standard 8 Megapixel
System True Day&Night
Sensorsize 125"
Imager cMos

H.264, H.264+ (Smart Stream), H.265, H.265+
(Smart Stream), M-JPEG

[Image resolution max. 3840X2160
[Image TransmissionRate L 30008
Day&Night switch ICR
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IPD-78M3611M5A

Continuation of the specifications

Defog, Field detection, Line detection, Motion
detection, Object left,removed
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IPD-78M3611M5A

Continuation of the specifications

e — DEID
1209832 . AKS
216928 DOMES
209880 DOME-WB1+DOME/ Basis1

215644 DOME-WB3

209831 DOMEBASIST
A— DOBENEDCES
1218218 | eneo Site Manager oo
221334 IAM-4MU1001MOA

ISKU N
211125 LACKIERUNG Fix-Dome-Kamera
214441 LACKIERUNG Grundkosten

229234 Vorkonfiguration IP-Kamera

Wall bracket for eneo Dome Cameras
MED-62xxxxxMOA and IED-62xxxxxMOA

EPOC Signal Converter, BNC to 2-wire cable
transmission for EPOC Cameras, Transceiver

color
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IPD-78M3611M5A

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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